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PRORAÈUN NOSIVE KONSTRUKCIJE CRKVE KRALJICE
MUÈENIKA U SOLINU

Sažetak:

U ovom radu prikazanje proraèun nosive konstrukcije crkve Kraljice Muèenika u
Solinu.Gabariti graðevine su 25.0 x 13.4 m, visine 8.95 m iznad kote okolnog terena
te dimenzija zvonika 2.47 x 2.47 m i visine 22.25 m. Za proraèun unutarnjih sila
usljed stalnog i promjenjivog djelovanja te potresa izradenje proraèunski 3D model
konstrukcije. Dimenzionirani su karakteristièni elementi konstrukcije i kontrolirano
naprezanje na kontaktnoj plohi izmeðu temelja i tla.

Kljuène rijeèi:

Proraèun konstrukcije, dimenzioniranje a-b presjeka.

STRUCTURAL DESIGN OF A CHURCH IN SOLIN

Abstract:

The structural design of a church in Solin is shown in this project. Tota1 hight of the
l?uilding is 8.95 m. The building includes the bell tower (2.47 x 2.47 m) with tota1
hight of22.25 m.Calculation ofintemal forces due to permanent and variable action
as well as earthquake is performed by 3D computation model of structure.Some
characteristic elements of structure are dimensioned.

Keywords:

Calculation of structure, design of an r-c cross section.


